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76600 (2") vs 75700 Series Comparison

Common Features: Typical Applications:
« Ball valve isolation for each supply loop. « Large commercial.

» Hose bib on supply and return manifold. * Snow melting.

« Maximum trunk flow rate: 50 US gpm (11.4 m3/h) « Distribution header.

Maximum operating temperature: 212°F (100°C)
Maximum operating pressure: 145 psi (10 bar)

76606 - 6 loop model with 76840 - 1-'2" assembly kit 76706 - 6 loop model

Specification Old 76600 Series New 76700 Series
End connections 1-2" or 2" MNPT open end adapters ~ 1-2" MNPT union open end adapters
and closed ends sold in separate kit and closed ends included
Branch pair Cv (Kv) 6 (5.2) 5.5 (4.8)
Return valve Ball valve 0-8 US gpm (0-30 L/min) flow meter
Old Stk# Old Description New Stk# New Description
6 Loop 2" SS Manifold + 1-%2" MNPT Assembly n . .
76606 + 76840 Kit for 2" SS Manifold 76706 6 Loop 1-'2" SS Manifold with Flow Meters
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Kit for 2" SS Manifold

10 Loop 2" SS Manifold + 1-%2" MNPT Assembly w . .
76610 + 76840 Kit for 2" SS Manifold 76710 10 Loop 1-%2" SS Manifold with Flow Meters

12 Loop 2" SS Manifold + 1-%" MNPT Assembly - . .
76612 + 76840 Kit for 2" SS Manifold 76712 12 Loop 1-%2" SS Manifold with Flow Meters




Manifold Accessories
Compatible only with old 76600 (2") series or new 76700 series.

® 1-%2" SS Manifold Accessories

77519 EX77422

Old Stk# Old Description New Stk# New Description
76600 Coupling for 2" SS Manifold 76964 Coupling Kit for 1-%2" SS Manifold
77619 %" PEX to 2" SS Manifold Connecter 77519 %" PEX to 1-%2" SS Manifold Connecter
77622 %" PEX to 2" SS Manifold Connecter 77522 %" PEX to 1-%2" SS Manifold Connecter
77628 1" PEX to 2" SS Manifold Connecter - -
- - EX77419 %" PEX F1960 to 1-%4" SS Manifold Connecter
- - EX77422 Y" PEX F1960 to 1-72" SS Manifold Connecter
- - EX77428 1" PEX F1960 to 1-%4" SS Manifold Connecter

Cap and Washer

Compatible with both old 76600 (2") series and new 76700 series.
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76675

Stk# Description

76675 1" Cap and Washer for 1-’2" and 2" SS Manifold




