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Technical Data
Material:	�����������������������������������������������������������������Galvanized steel
PEX diameter:	������������������������������������������������������up to 3⁄4" 
Max coil weight:	��������������������������������������������������114.6 lb (52 kg) 
Max coil height:	��������������������������������������������������24" (60 cm)
Min inner coil diameter:	����������������������������������11 ½" (29 cm)
Max outer coil diameter:	���������������������������������44” (112 cm)

Description
The 10005 HeatLink Galvanized PEX Tubing Dispenser is invaluable for tubing installation.  Made of galvanized steel for long-term 
durability and maintenance free operation.  Easy assembly and disassembly without tools.

Qty Stk. # Weight

10005 39 lb 
(17.7 kg)

Related Documents
• HeatLink Limited Plumbing Warranty

Dimension Diagram

Step 1: Unfolding the legs
After taking out the dispenser from the packaging, unfold its legs so that the 
angles between them are equal.

Step 2: Unfolding the arms
Unfold the arms as wide as possible.

Step 3: Assembly of vertical limiters
Mount vertical limiters on the dispenser arms.

Step 4: Tightening vertical limiters
Place the PEX coil on the dispenser and center it.
Slide the vertical limiters to the inside of the coil and tighten the wing screws.

Step 5: Assembly of horizontal limiters
Place the horizontal limiters on the vertical limiters.
Depending on the coil width, they are mounted with the horizontal limiter on  
the bottom (shown) or the top.
Tighten the horizontal limiter wing screws.

Application
Floor heating PEX coil – facilitates installer’s work during installation of fl oor 
heating tubing. It improves comfort and work e�  iency as well as installer’s mobility. 
A PEX coil is placed on the reel, which unwinds along with installation of 
consecutive sections of the heating system.
There are numerous advantages of using the decoiler, e.g.: 
 • Installer does not have to carry the PEX coil while installing fl oor heating tubing.
 • Floor heating installation can be prepared by one person.
 • Floor heating tubing placed on the decoiler does not fold and does not tangle.

The Structure of the PEX Dispenser – Assembly / Disassembly
The PEX Dispenser is made of high quality galvanized steel sections, which are connected using wing screws. Thus the structure 
of the decoiler is durable and guarantees long-time operation without maintenance. Assembling and disassembling the dispenser 
is quick and easy. There are only a few steps and the use of wing screws means that additional tools aren’t required.

Disassembly of the dispenser is just as easy as assembling, following the above steps in reverse order.

Speci�cations
• PEX diameter: up to 3⁄4” 
• Max coil weight: 114.6 lb (52 kg) 
• Max coil height: 24” (60 cm)
• Min inner coil diameter: 14-1⁄4” (36 cm)
• Max outer coil diameter: 44” (112 cm)

www.heatlink.com

#10005 Galvanized PEX Tubing Dispenser Instructions

56.7" (1440 mm)

11.4" (290 mm)

21
.6

"
(5

48
 m

m
)

6.
5"

(1
66

 m
m

)

33.5" (850 mm)



This page is intentionally blank.


	Job or Customer: 
	Location: 
	Engineer: 
	Contractor: 
	HeatLink Rep: 
	Submitted by: 
	Date: 
	Approved by: 
	Date 2: 
	P: 
	O: 
	 Number: 


	Date 3: 
	10005 Notes: 
	10005 Complies with Spec: Off
	10005 Alternate: Off
	10005: 


