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PPSU PEX Fitting - Swivel Adapter with Wing Nut
Submittal Information 

Issued: November 10, 2010. 
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Technical Data 

Material: 

Modified Polyphenylsulfone, unfilled ( PPSU )

Product Information and Application Use

PPSU PEX fittings are use in hot and cold 

housing potable water systems. Fittings are also 

use in radiant heating system. Both Pex ends of

the fittings are used for connection Pex tubing. 

NPT fix threading end and NPSM SWIVEL

threading end connect to threading parts. 

Drawing / PN# A ( mm ) B ( mm ) C Weight ( g ) Description

T2050-W/C-3I0-W/B 37.3 19 1/2" NPSM 10.5 3/8" PEX x 1/2" FPT Swivel With Wing Nut

T2060-W/C-4I0-W/B 37.3 19 1/2" NPSM 10.5 1/2" PEX x 1/2" FPT Swivel With Wing Nut

T2080-W/C-4J0-W/B 40.3 22 3/4" NPSM 1/2" PEX x 3/4" FPT Swivel With Wing Nut

T2090-W/C-6J0-W/B 40.3 22 3/4" NPSM 19 3/4" PEX x 3/4" FPT Swivel With Wing Nut

Installation: 

Use listing copper or stainless steel ring and Pex tubing for assembly. 

Standard 

CAN/CSA B137.5; ASTM F2159; NSF61; NSF14; California Lead Plumbing Law

Remark:

Swivel nut made either PPSU, POM or metal. 

Washer made by rubber - NSF 61 list material

either Santoprene , NBR or EPDM

Listing

IAPMO file #5932, N5932, 6020 

Related Applications:

Plumbing systems

Radiant Heating and Cooling Systems

ID

©2010-2022 HeatLink Group Inc.
SUB17700

2022-04-06

HPP PEX Insert × FNPT Swivel Adapters
Submittal - Page 1 of 1

Description
High Performance Polymer PEX Insert × FNPT swivel adapters.

Qty Stk # Size

Dimension, in / (mm) Weight, 
lb / (kg)A B C ID

17755 1⁄2" PEX × 1⁄2" FNPT Faucet Adapter
1.46

(37.3)
0.74

(19.0)
1⁄2" NPSM

0.31
(8.0)

0.023
(0.011)

17705 1⁄2" PEX × Ballcock/Closet FNPT
1.70

(43.2)
0.87

(22.1)
7⁄8" Ballcock

0.31
(8.0)

0.023
(0.011)

17722 3⁄4" PEX × 3⁄4" FNPT
1.58

(40.3)
0.86

(22.0)
3⁄4" NPSM

0.46
(11.6)

0.042
(0.019)

Dimension Diagram
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Description
High Performance Polymer PEX insert plugs.

Qty Stk # Size
Dimension, in / (mm) Weight,

lb / (kg)A B C ID

15005 1⁄2" PEX
0.71 0.13 0.63 0.31 0.005

(18.0) (3.2) (16.0) (8.0) (0.002)

15022 3⁄4" PEX
0.71 0.13 0.83 0.46 0.009

(18.0) (3.2) (21.0) (11.7) (0.004)

15028 1" PEX
0.85 0.14 0.98 0.61 0.015

(21.7) (3.5) (25.0) (15.5) (0.007)

Technical Data 
Material: .................................................. Modified Polyphenylsulfone
Operating Pressure Rating:.................... 180°F @ 100 psi (82.2°C @ 0.69 MPa)

Dimensional Drawing

A B

CID

Listings
ICC-ES PMG 1087 
cNSFus-pw
cQAIus P371

Codes
IMC
IPC
IRC
NPC of Canada
NSPC
UMC
UPC

Standards
ASTM E84
ASTM F877
ASTM F2159
CSA B137.5
NSF/ANSI 14
NSF/ANSI 61
NSF/ANSI 372
ULC S102.2

Installation
Installation must follow all of HeatLink's 
instructions and guidelines.

Related Documents
• PEX-a Potable Water Press System

Installation Guide (L3235)
• HeatLink Limited Plumbing Warranty
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